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お客様配布用
太陽電池測定業務に係る申込等の様式
一般財団法人　電気安全環境研究所

電力技術試験所
（様式1-1）

太陽電池セル・モジュール測定申込書

一般財団法人電気安全環境研究所 理事長殿

太陽電池測定業務規程及び本申込書別紙記載事項に同意して、測定を依頼します。

１．申込責任者

	会社名(和文)


	

	会社名(英文)


	英文報告書を希望する場合にのみ記載して下さい

	郵便番号


	

	所在地(和文)


	

	所在地(英文)


	英文報告書を希望する場合にのみ記載して下さい

	部署名


	

	役職


	

	氏名


	

	TEL
	

	FAX
	

	E-MAIL
	


２．申込みの種類及び測定項目

	· 二次基準太陽電池セルの校正 (□IEC60904-2Ed.3　□JISC8904-2:2011)
□分光感度測定を含む(□IEC60904-8Ed.3　□JISC8904-8:2019)　□分光感度測定を含まない

	· 二次基準太陽電池モジュールの校正 (□IEC60904-2Ed.3□JISC8904-2:2011)
□分光感度測定を含む(IEC60904-8Ed.3)　□分光感度測定を含まない

	· 常用参照太陽電池モジュールの出力測定(□IEC60904-1Ed.3　□JISC8904-1:2019)

	
	□　結晶系太陽電池モジュールのIV測定

	
	□　薄膜系太陽電池モジュールのIV測定

	
	· その他太陽電池モジュールのIV測定

	· セルの出力測定 (IEC60904-1Ed.3)

	· 変換効率測定 (IEC60904-1Ed.3)

	· セルの分光感度特性測定(IEC60904-8Ed.3)

	· モジュールの分光感度特性測定 (IEC60904-8Ed.3)

	· その他 Others
□EL撮影、□測定前に光照射(　　　時間,　温度範囲(　　～　　)),　□ダークIV測定
□その他(　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　)


３．測定品

	測定品等の名称
	

	測定品等の型式名
	

	測定品等の識別番号
	

	測定品等の製造者名
	

	測定品数
	


４．添付書類一覧：

	文書名
	文書番号

	添付書類：二次基準太陽電池セル・モジュール校正品、太陽電池モジュール出力測定品又はセル出力測定品に関する情報
	

	二次基準太陽電池モジュール校正の場合、構成するセルの短絡電流値及び/又はF.Fが±1％以内であることを証明できる書類
	


５．報告書：
	　　□　和文
　　□　英文


６．申込担当者（お問合せ先や成績書、請求書の送付先となります。申込責任者と同一の場合省略可です）

	会社名(和文)


	

	郵便番号
	

	所在地(和文)


	

	部署名
	

	氏名
	

	TEL
	

	E-MAIL
	


別紙記載事項：
1． この測定の申込責任者は、測定に関する全業務について責任を負います。申込みの責任者を変更したときは、直ちにその旨をJETに文書で連絡します。
２．測定等の費用は、原則として費用概算額を前払いとなります。

　　初回の申込時は入金確認後の試験検査開始となります（特別な事情等がある場合入金時期等について相談に応じます）。なお、既に申込み実績がある場合、試験終了後のお支払いも可能といたしますが、JETの判断により、前払いをお願いすることがあります。
３．申込者が申込を取下げる場合は、書面をもって通知するとともに、それまでに発生した実費を支払います。

４．測定品について
	1)
	測定品の受け渡しは、次の場所とします。なお、これら輸送に係わる責任は申込者とします。

	
	一般財団法人　電気安全環境研究所　電力技術試験所
神奈川県横浜市鶴見区元宮１－１２－２８（〒230-0004）

	2)
	送付された測定品等に損傷又は欠陥があって、JET が申込者にこの旨をお知らせしたときは、速やかに対策を講じます。

	3)
	JET は、測定品を返還するときは、測定を終了した状態（以下、｢測定済品｣という。）で返還します。この場合において、測定によって生じた損傷について、JET は一切その責任を負わないものとします。

	
	☐ 着払いにて返送（☐申込担当者と同じ　　☐下記返送先）
（返 送 先）
住所
〒

会社名

担当者

電話番号

	
	☐ 引取る

	4)
	申込者は、測定済品等の引取りを測定完了後５０日以内に行うものとし、引取期限内に引き取らないときは、ＪＥＴで廃棄処分しても異存はないものとします。この場合において、測定済品等の引取り又は廃棄に係る費用は、申込者が負担するものとします。


５．実施について
	1)
	申込みの受付日から太陽電池測定業務が終了し成績書発行までの期間は、事前に連絡いたします。

なお、測定中に太陽電池測定業務に使用する設備の故障等の事情で，連絡した期間を超える見込みとなったときは，速やかに申込者にご連絡いたします。

	2)
	JETは、申込者から提出された第三者試験機関が発行した試験成績書を使用いたします。ただし、JETは、この試験成績書の誤りによって生じた責任を負いません。

	3)
	JETは、申込者から知り得た製品等及びその製造に関する一切の情報を太陽電池測定業務にのみ使用するものとし、他の目的に使用し又は申込者の承諾若しくは法令に基づく等の正当な理由なくして第三者に漏らしてはならないものとします。ただし、申込時に公知であった情報、申込後に申込者の故意又は過失によらずに公知になった情報及びＪＥＴが第三者から適法に取得した情報は除きます。

	4)
	JETは、太陽電池測定業務において,申込者に生じた損害については、ＪＥＴに故意又は過失があったときを除き、その責任を負わないものとします。 

ＪＥＴの故意又は過失によって，申込者が被った損害の補償は，当該太陽電池測定業務の手数料の額を限度といたします。

	5)
	JETは、JET及び申込者の間に、この業務規程の権利義務について紛争が生じたときは、申込者の協力を得て、法令及び慣習に則り誠意をもって解決にあたります。

	6)
	この業務の権利義務に関する紛争については，東京地方裁判所又は東京簡易裁判所を専属の合意管轄裁判所とします。


（Form1-2）
Application form for measurement of PV cell & module
To: President of Japan Electrical Safety & Environment Technology Laboratories
　Applicant agree with all stipulations for measurement of PV cell & module and all statements in the attached Agreement and hereby apply for measurement of PV cell & module for the following product.
１．Person in the charge of this application
	Company Name
	

	Address
	

	Department
	

	Post
	

	Name
	

	TEL
	

	FAX
	

	E-MAIL
	


２． Application items (Please mark check box.)

	· PV Cell calibration　(□IEC60904-2Ed.3　□JISC8904-2:2011)
□with measurement of spectral responsivity(□IEC60904-8Ed.3　□JISC8904-8:2019)　
□without measurement of spectral responsivity

	· PV Module calibration(□IEC60904-2Ed.3□JISC8904-2:2011)
□with measurement of spectral responsivity(□IEC60904-8Ed.3　□JISC8904-8:2019)
□without measurement of spectral responsivity

	□ PV Module measurement　(□IEC60904-1Ed.3　□JISC8904-1:2019)

	
	□　IV measurement of c-Si module

	
	□　IV measurement of thin-film module　

	
	· IV measurement of other type module

	· PV Cell measurement　(IEC60904-1Ed.3)

	· Efficiency measurement　(IEC60904-1Ed.3)

	· Spectral responsivity measurement of PV Cell　(IEC60904-8Ed.3)

	· Spectral responsivity measurement of PV module (IEC60904-8Ed.3)

	· Others
□EL camera　
□Light soaking before measurement(　　　hour,　Temperature(　　～　　))　
□Dark Measurement
□Others(　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　)


３．Item information

	Name of object
	

	Model/Type reference
	

	Serial number
	

	Manufacturer
	

	Number of items
	


４．Attachment document for the item information.

	Document name
	Sheet No.

	Attachment document: Items Information (some layout of device design, electrical connections to instruments or photo. )
	

	Technical information (Case of secondary module calibration):

Proof that the Isc and FF of individual cells match within ±1%
(This is required according to IEC60904-2.)
	


５．Measurement Report：
	　　□　Japanese

　　□　English


６．Contact person
（Can be omitted if the contact person and the person in charge of this application are the same person)
	Company name
	

	Address
	

	Department
	

	Name
	

	TEL
	

	E-MAIL
	


Statements in the attached Agreement:
1. The person in charge of this application shall take full responsibilities for this measurement. It should inform JET immediately if The Person in charge of this application changes during measurement works.

2. Generally. the applicant shall pay test expense in advance. Applicant, who apply for measurement & test at JET for the first time, shall pay the test expense before JET start the measurement (except for those applicant’s special request admitted by JET).
However, applicant who already has done many measurement & tests at JET may pay the test expense after measurement, but JET still reserve the right for prepaid request.

3. If the applicant withdraws this application, the applicant will notify JET in writing and pay for the tests conducted from reception to withdrawal.

4. Test samples
	1)
	The test samples shall be delivered to and received by Japan Electrical Safety & Environment Technology Laboratories.

	
	The applicant is responsible for the delivery.
Power Technology Testing Lab
Japan Electrical Safety & Environment Technology Laboratories (JET)
1-12-28 Motomiya, Tsurumi-ku, Yokohama, Kanagawa, 230-0004, Japan

	2)
	If JET informs the Applicant of any defect or damage found in the samples delivered to JET, the Applicant shall immediately take countermeasures.

	3)
	JET does not restore the original condition of the samples after the measurement and does not bear responsibility for any disassembly or damage of the samples which may have arisen as result of the measurement

	
	The applicant shall decide how to handle the measured products.

    □ The measured products are to be sent to contact person for this application

	
	□ The applicant takes away the measured products.

	4)
	If the Applicant is to pick up the samples with which the measurement was

conducted, they are to be picked up within 50 days after completion of the

measurement. If it is not done in time, the samples are at JET’s disposal. In this case,

the Applicant shall bear all expenses related to such disposal.


5.  
	1)
	JET will inform applicant in advance of the period from the application acceptance

date to the end of this measurement work and the issuance of the report. 

In addition, if it is expected that the contract period will be exceeded due to a failure

of the equipment used for this measurement work during measurement etc., 

JET will promptly contact the applicant.

	2)

	JET can accept the test report issued by the third-party testing institute submitted by

the applicant. However, JET will not take full responsibility for anything caused by 

any errors in this test report.

	3)
	JET shall use any information obtained from the Applicant regarding the Products and their manufacturing only for the operation of the Measurement, and shall not use any such information for other purposes, nor provide it to a third party without the consent of the applicant or without a justifiable reason by the laws and regulations; provided, however, that excluded here from shall be any information which was in the public domain at the time of the conclusion of this application, which has been publicly known after the conclusion of this Agreement without JET's malicious intent or negligence or which is acquired lawfully from a third party.

	4)
	JET shall take no responsibility for any damage that arises from the measurement service, except for such damage caused by JET with its malicious intent or negligence.

For such damage caused by JET with its malicious intent or negligence, compensation for damages suffered by the applicant shall be limited to the amount of the contracted PV measurement service fee.

	5)
	Any matters rights and obligations under contract of this application shall be settled through consultations between the applicant and JET in good faith, according to the laws and customs of Japan

	6)
	The applicant and JET hereto shall submit to the exclusive jurisdiction of the Tokyo District Court or the Tokyo Summary Court with respect to all disputes between the parties on this application or rights and obligations under contract of this application.


 (添付書類：二次基準太陽電池セルの校正)

１．測定品について

	種類
	□単結晶シリコン
□多結晶シリコン

□疑似アモルファスシリコン(単結晶シリコン＋光学フィルタ)
□疑似アモルファスシリコン(多結晶シリコン＋光学フィルタ)

	ﾊﾟｯｹｰｼﾞ種類
	□JISパッケージ

□WPVSパッケージ

	構造
	　　/　　　/　　　/　　　　　（例 : Glass/EVA/Cell）

	感度波長帯域(nm)
	　　　　　　～　　　　　　

	発電部面積(mm2) 
	　　　　     mm2

	発電部寸法(mm) 
	mm ×　　　　　mm

	発電部の位置
	□添付図面の通り

	校正履歴
	· あり

（校正機関：　　　　校正日：　　　　校正値：　　　　　　　）

· なし


２．分光感度特性測定について

□ 分光感度特性を測定する

□ 分光感度特性データを提出する

	試験成績書
	試験成績書番号：

試験機関名：

□この報告書は申込みの測定品と同一セルの結果で相違ありません

第三者試験機関が発行した試験成績書は添付して下さい。

なお、ＪＥＴの試験成績書の場合は添付不要です。


 (Attachment document for PV Cell calibration)

1.Technical information of PV Cell

	Material Type
	□ Mono c-Si

□ Multi c-Si

□ Mono c-Si + filter
□ Multi c-Si + filter

	Type of package
	□ JIS package

□ WPVS package

	Construction
	　　/　　　/　　　/　　　　　（ex:  Glass/EVA/Cell ）

	Wavelength(nm) 
	　　　　　　～　　　　　　

	Active area(mm2) 
	　　　　     mm2

	Active area layout(mm) 
	mm ×　　　　　mm

	Active area position
	□Photo or layout to see active area

	Previous calibration data
	Lab：　　　　Calibrate date：　　　
Calibration value：                    　　　　　　　  
· This is first calibration


２．Spectral responsivity

□ Measure spectral responsivity

□ Submit the spectral responsivity data

	Measurement
Report
	Report No.：

Testing lab name：

□Conformed that test report submitted is the test result of the spectral responsivity of the same cell as the application sample.

(Attached the measurement report at third party testing lab. JET Test report omit)


 (添付書類：二次基準太陽電池モジュールの校正) 

１．測定品について

	種類
	□単結晶シリコン
□多結晶シリコン

	校正値種類の選択
	□Isc ,□Pmax

	バイパスダイオードの有無
	□あり　□なし


	測定品の外形寸法(縦×横×厚さmm)


	　　　　　×　　　　　×　　　　　

	感度波長帯域(nm)


	　　　　　　～　　　　　　

	発電部面積(mm2)


	　　　　

	発電部寸法(mm) 
	×　　　　　　

	発電部直並列数


	

	発電部の位置


	□添付図面の通り



	構成するセルのばらつき


	Isc     %以内 　F.F     %以内

Isc: within　±   　 %, FF: within　±   　 %

□構成するセルのばらつきの詳細は添付の申告書の通りです

	電極取り出し箇所
	□コネクタ端子
(リード線先端加工済みのコネクタを提出してください)　
□端子ボックス内　
□その他(                         )

	光照射履歴
	

	校正履歴


	· あり（校正機関：　　　　校正日：　　　　

校正値：　　　　　　　）

· なし


２．分光感度特性測定について

□ 分光感度特性を測定する
	□ラミネートセル
	型　式：
識別番号：

	□バイパスダイオード付モジュール


□ 分光感度特性データを提出する

	試験成績書
	試験成績書番号：

試験機関名：

□この報告書は申込みの測定品と同一セルの結果で相違ありません
第三者試験機関が発行した試験成績書は添付して下さい。
なお、ＪＥＴの試験成績書の場合は添付不要です。


提出されたモジュールの構成するセルのばらつきに関する申告書
測定品等の型式名:
測定品等の識別番号:
Isc値(A)
	A1
	
	B1
	
	C1
	

	A2
	
	B2
	
	C2
	

	A3
	
	B3
	
	C3
	

	A4
	
	B4
	
	C4
	

	A5
	
	B5
	
	C5
	

	A6
	
	B6
	
	C6
	

	A7
	
	B7
	
	C7
	

	A8
	
	B8
	
	C8
	

	A9
	
	B9
	
	C9
	

	A10
	
	B10
	
	C10
	

	A11
	
	B11
	
	C11
	

	A12
	
	B12
	
	C12
	

	A13
	
	B13
	
	C13
	

	A14
	
	B14
	
	C14
	

	A15
	
	B15
	
	C15
	

	A16
	
	B16
	
	C16
	

	A17
	
	B17
	
	C17
	

	A18
	
	B18
	
	C18
	

	A19
	
	B19
	
	C19
	

	A20
	
	B20
	
	C20
	

	A21
	
	B21
	
	C21
	

	A22
	
	B22
	
	C22
	

	A23
	
	B23
	
	C23
	

	A24
	
	B24
	
	C24
	

	A25
	
	B25
	
	C25
	


	D1
	
	E1
	
	F1
	

	D2
	
	E2
	
	F2
	

	D3
	
	E3
	
	F3
	

	D4
	
	E4
	
	F4
	

	D5
	
	E5
	
	F5
	

	D6
	
	E6
	
	F6
	

	D7
	
	E7
	
	F7
	

	D8
	
	E8
	
	F8
	

	D9
	
	E9
	
	F9
	

	D10
	
	E10
	
	F10
	

	D11
	
	E11
	
	F11
	

	D12
	
	E12
	
	F12
	

	D13
	
	E13
	
	F13
	

	D14
	
	E14
	
	F14
	

	D15
	
	E15
	
	F15
	

	D16
	
	E16
	
	F16
	

	D17
	
	E17
	
	F17
	

	D18
	
	E18
	
	F18
	

	D19
	
	E19
	
	F19
	

	D20
	
	E20
	
	F20
	

	D21
	
	E21
	
	F21
	

	D22
	
	E22
	
	F22
	

	D23
	
	E23
	
	F23
	

	D24
	
	E24
	
	F24
	

	D25
	
	E25
	
	F25
	


注釈： 裏面ラベルの向きに合わせて、向かって発電面側の左上をＡ１として記載ください。





提出されたモジュールの構成するセルのばらつきに関する申告書
測定品等の型式名:

測定品等の識別番号:
FF値(%)
	A1
	
	B1
	
	C1
	

	A2
	
	B2
	
	C2
	

	A3
	
	B3
	
	C3
	

	A4
	
	B4
	
	C4
	

	A5
	
	B5
	
	C5
	

	A6
	
	B6
	
	C6
	


	A7
	
	B7
	
	C7
	

	A8
	
	B8
	
	C8
	

	A9
	
	B9
	
	C9
	

	A10
	
	B10
	
	C10
	

	A11
	
	B11
	
	C11
	

	A12
	
	B12
	
	C12
	

	A13
	
	B13
	
	C13
	

	A14
	
	B14
	
	C14
	

	A15
	
	B15
	
	C15
	

	A16
	
	B16
	
	C16
	

	A17
	
	B17
	
	C17
	

	A18
	
	B18
	
	C18
	

	A19
	
	B19
	
	C19
	

	A20
	
	B20
	
	C20
	

	A21
	
	B21
	
	C21
	

	A22
	
	B22
	
	C22
	

	A23
	
	B23
	
	C23
	

	A24
	
	B24
	
	C24
	

	A25
	
	B25
	
	C25
	


	D1
	
	E1
	
	F1
	

	D2
	
	E2
	
	F2
	

	D3
	
	E3
	
	F3
	

	D4
	
	E4
	
	F4
	

	D5
	
	E5
	
	F5
	

	D6
	
	E6
	
	F6
	

	D7
	
	E7
	
	F7
	

	D8
	
	E8
	
	F8
	

	D9
	
	E9
	
	F9
	

	D10
	
	E10
	
	F10
	

	D11
	
	E11
	
	F11
	

	D12
	
	E12
	
	F12
	

	D13
	
	E13
	
	F13
	

	D14
	
	E14
	
	F14
	

	D15
	
	E15
	
	F15
	

	D16
	
	E16
	
	F16
	

	D17
	
	E17
	
	F17
	

	D18
	
	E18
	
	F18
	

	D19
	
	E19
	
	F19
	

	D20
	
	E20
	
	F20
	

	D21
	
	E21
	
	F21
	

	D22
	
	E22
	
	F22
	

	D23
	
	E23
	
	F23
	

	D24
	
	E24
	
	F24
	

	D25
	
	E25
	
	F25
	


注釈： 裏面ラベルの向きに合わせて、向かって発電面側の左上をＡ１として記載ください。





(Attachment document for PV Module calibration)

1. Item information

	Device type
	□ Mono c-Si
□ Multi c-Si

	Calibrate value of Isc or Pmax
	· Isc 
· Pmax

	Bypass diode presence or absence
	· Presence
· Absence

	Device size (W*H*D mm)
	　　　　　×　　　　　×　　　　　

	Spectral responsivity wavelength (nm)
	　　　　　　～　　　　　　

	Active area(mm2)
	　　　　

	Active area layout(mm) 
	×　　　　　　

	Series or parallel cell number
	

	Active area position
	· Please submit module photo or layout.

	Performances of each cell
	Isc: within　±   　 %, FF: within　±   　 %

□Conformed that attached “the Declaration sheet of Module specification “

	Contact part to IV tester
	□Connector
□Electrical terminal in J-box　

□Other(             )

	Light soaking history
	

	Previous calibration data
	Lab：　　　　Calibrate date：　　　

Calibration value：                    　　　　　　　  

· This is first calibration


2. Spectral responsivity

□ Measure spectral responsivity

	□a laminated cell
	Type：
Serial number：

	□module with Bypass diode


□ Submit the spectral responsivity data

	Measurement
Report
	Report No.：

Testing lab name：

□Conformed that test report submitted is the test result of the spectral responsivity of the same cell as the application sample.

(Attached the measurement report at third party testing lab. JET Test report omit)


Declaration sheet of Module specification (Isc)
Type name:

Serial number:
Isc(A)

	A1
	
	B1
	
	C1
	

	A2
	
	B2
	
	C2
	

	A3
	
	B3
	
	C3
	

	A4
	
	B4
	
	C4
	

	A5
	
	B5
	
	C5
	

	A6
	
	B6
	
	C6
	

	A7
	
	B7
	
	C7
	

	A8
	
	B8
	
	C8
	

	A9
	
	B9
	
	C9
	

	A10
	
	B10
	
	C10
	

	A11
	
	B11
	
	C11
	

	A12
	
	B12
	
	C12
	

	A13
	
	B13
	
	C13
	

	A14
	
	B14
	
	C14
	

	A15
	
	B15
	
	C15
	

	A16
	
	B16
	
	C16
	

	A17
	
	B17
	
	C17
	

	A18
	
	B18
	
	C18
	

	A19
	
	B19
	
	C19
	

	A20
	
	B20
	
	C20
	

	A21
	
	B21
	
	C21
	

	A22
	
	B22
	
	C22
	

	A23
	
	B23
	
	C23
	

	A24
	
	B24
	
	C24
	

	A25
	
	B25
	
	C25
	


	D1
	
	E1
	
	F1
	

	D2
	
	E2
	
	F2
	

	D3
	
	E3
	
	F3
	

	D4
	
	E4
	
	F4
	

	D5
	
	E5
	
	F5
	

	D6
	
	E6
	
	F6
	

	D7
	
	E7
	
	F7
	

	D8
	
	E8
	
	F8
	

	D9
	
	E9
	
	F9
	

	D10
	
	E10
	
	F10
	

	D11
	
	E11
	
	F11
	

	D12
	
	E12
	
	F12
	

	D13
	
	E13
	
	F13
	

	D14
	
	E14
	
	F14
	

	D15
	
	E15
	
	F15
	

	D16
	
	E16
	
	F16
	

	D17
	
	E17
	
	F17
	

	D18
	
	E18
	
	F18
	

	D19
	
	E19
	
	F19
	

	D20
	
	E20
	
	F20
	

	D21
	
	E21
	
	F21
	

	D22
	
	E22
	
	F22
	

	D23
	
	E23
	
	F23
	

	D24
	
	E24
	
	F24
	

	D25
	
	E25
	
	F25
	


Note: Please write the upper left of the power generation side as A1 according to the direction of the back label.






Declaration sheet of Module specification (FF)
Type name:

Serial number:
FF(%)
	A1
	
	B1
	
	C1
	

	A2
	
	B2
	
	C2
	

	A3
	
	B3
	
	C3
	

	A4
	
	B4
	
	C4
	

	A5
	
	B5
	
	C5
	

	A6
	
	B6
	
	C6
	

	A7
	
	B7
	
	C7
	

	A8
	
	B8
	
	C8
	

	A9
	
	B9
	
	C9
	

	A10
	
	B10
	
	C10
	

	A11
	
	B11
	
	C11
	

	A12
	
	B12
	
	C12
	

	A13
	
	B13
	
	C13
	

	A14
	
	B14
	
	C14
	

	A15
	
	B15
	
	C15
	

	A16
	
	B16
	
	C16
	

	A17
	
	B17
	
	C17
	

	A18
	
	B18
	
	C18
	

	A19
	
	B19
	
	C19
	

	A20
	
	B20
	
	C20
	

	A21
	
	B21
	
	C21
	

	A22
	
	B22
	
	C22
	

	A23
	
	B23
	
	C23
	

	A24
	
	B24
	
	C24
	

	A25
	
	B25
	
	C25
	


	D1
	
	E1
	
	F1
	

	D2
	
	E2
	
	F2
	

	D3
	
	E3
	
	F3
	

	D4
	
	E4
	
	F4
	

	D5
	
	E5
	
	F5
	

	D6
	
	E6
	
	F6
	

	D7
	
	E7
	
	F7
	

	D8
	
	E8
	
	F8
	

	D9
	
	E9
	
	F9
	

	D10
	
	E10
	
	F10
	

	D11
	
	E11
	
	F11
	

	D12
	
	E12
	
	F12
	

	D13
	
	E13
	
	F13
	

	D14
	
	E14
	
	F14
	

	D15
	
	E15
	
	F15
	

	D16
	
	E16
	
	F16
	

	D17
	
	E17
	
	F17
	

	D18
	
	E18
	
	F18
	

	D19
	
	E19
	
	F19
	

	D20
	
	E20
	
	F20
	

	D21
	
	E21
	
	F21
	

	D22
	
	E22
	
	F22
	

	D23
	
	E23
	
	F23
	

	D24
	
	E24
	
	F24
	

	D25
	
	E25
	
	F25
	


Note: Please write the upper left of the power generation side as A1 according to the direction of the back label.






 (添付書類：常用参照太陽電池モジュールの出力測定)
１．測定品について

	種類
	□単結晶シリコン
□多結晶シリコン 
□両面受光型

□薄膜(多接合構造)　構造(例a-Si/μc-Si)　　　　　　　　

□薄膜(化合物系) 　構造(CIGS)　　　　　　　　　　　　　

□その他(　　　　　　　　　　　　　　　　　　　　　)

	バイパスダイオードの有無
	□あり
□なし

	測定品の外形寸法(縦×横×厚さmm)


	　　　　　×　　　　　×　　　　　

	感度波長帯域(nm)
	　　　　　　～　　　　　　

	発電部面積(mm2)
	　　　　

	発電部寸法(mm)
	×　　　　　　

	発電部直並列数
	

	発電部の位置
	□添付図面の通り

	構成するセルのばらつき
	Isc     %以内 F.F     %以内



	電極取り出し箇所
	□コネクタ端子
 (リード線加工済みのコネクタを提出してください)　

□端子ボックス内
□その他(             )

	光照射履歴
	

	測定品の測定履歴
	· あり

（測定機関：　　　　測定日：

Isc            Voc          Pmax        FF　　　　

· なし


２．分光感度特性測定について

□ 分光感度特性を測定する

	□ラミネートセル
	型　式：
識別番号：

	□バイパスダイオード付モジュール


□分光感度特性データを提出する

	試験成績書
	試験成績書番号：

試験機関名：

□この報告書は申込みの測定品と同一セルの結果で相違ありません

第三者試験機関が発行した試験成績書は添付して下さい。

なお、ＪＥＴの試験成績書の場合は添付不要です。


(Attachment document for PV Module measurement)

1. Item information

	Device type
	□ Mono c-Si
□ Multi c-Si

□ Bifacial solar modules
□ a-Si/μc-Si)

□ CIGS

□ Other(　　　　　　　　　　　　　　　　　　　　　)

	Bypass diode presence or absence
	· Presence

· Absence

	Device size(W*H*D mm)
	　　　　　×　　　　　×　　　　　

	Spectral responsivity wavelength (nm)
	　　　　　　～　　　　　　

	Active area (mm2)
	　　　　

	Active area layout (mm)
	×　　　　　　

	Series or parallel cell number
	

	Active area position
	· Please submit module photo or layout.

	Distribution of each cells
	Isc: within　±   　 %, FF: within　±   　 %

	Contact part to IV tester
	□Connector
(Submit connector with lead 1 set)　

□Electrical terminal in J-box　

□Other(             )

	Light soaking history
	

	Previous calibration data
	Lab：　　　　Calibrate date：　　　

Calibration value：                    　　　　　　　  

· This is first calibration


2. Spectral responsivity

□ Measure spectral responsivity

	□a laminated cell
	Type：
Serial number：

	□module with Bypass diode


□ Submit the spectral responsivity data

	Measurement
Report
	Report No.：

Testing lab name：

□Conformed that test report submitted is the test result of the spectral responsivity of the same cell as the application sample.

(Attached the measurement report at third party testing lab. JET Test report omit)


(添付書類：セルの出力測定)

１．測定品について

	種類
	□ 単結晶シリコン
□ 多結晶シリコン

□ 両面受光型

□ その他(                                           )

	測定品の外形寸法(縦×横×厚さmm)
	　　　　　×　　　　　×　　　　　

	感度波長帯域(nm)
	　　　　　　～　　　　　　

	発電部面積(mm2)
	　　　　

	バスバーの本数
	表面
	
	裏面
	

	バスバー幅
	表面
	mm
	裏面
	□全面
□    　　mm

	測定品の測定履歴


	· あり

（測定機関：　　　　測定日：

Isc            Voc          Pmax        FF　　　　

· なし


２．分光感度特性測定について

□ 分光感度特性を測定する

□ 分光感度特性データを提出する

	試験成績書
	試験成績書番号：

試験機関名：

□この報告書は申込みの測定品と同一セルの結果で相違ありません

第三者試験機関が発行した試験成績書は添付して下さい。

なお、ＪＥＴの試験成績書の場合は添付不要です。


(Attachment document for PV Cell measurement)
1. Item information

	Device type
	□ Mono c-Si
□ Multi c-Si

□ Bifacial solar cells
□ Other(                                             )

	Device size(W*H*D mm)
	　　　　　×　　　　　×　　　　　

	Spectral responsivity wavelength
(nm)
	　　　　　　～　　　　　　

	Active area(mm2)
	　　　　

	Busbar number
	Front
	
	Rear
	

	Busbar width
	Front
	         mm
	Rear
	□All
□  　　　　mm

	Previous calibration data
	Lab：　　　　Calibrate date：　　　

Calibration value：                    　　　　　　　  

· This is first calibration


2. Spectral responsivity

□ Measure spectral responsivity

□ Submit the spectral responsivity data

	Measurement
Report
	Report No.：

Testing lab name：

□Conformed that test report submitted is the test result of the spectral responsivity of the same cell as the application sample.

(Attached the measurement report at third party testing lab. JET Test report omit)


（様式2-1）

太陽電池セル・モジュール測定申込取下書
一般財団法人電気安全環境研究所 理事長殿

下記の校正・測定の申込みを取り下げます。

	提出日
	　　　　　年　　　　　月　　　　　日


申込者

	会社名
	

	所在地
	

	部署名
	

	役職
	

	氏名
	

	TEL
	

	E-MAIL
	


	受付番号
	

	受付日
	


（Form2-2）

Written withdrawal of application for measurement of PV cell & module 

To: President of Japan Electrical Safety & Environment Technology Laboratories

 (Applicant) withdraw application for measurement of PV cell & module

	Filing date
	　　　　　(Year)　　　　　(Month)　　　　　(day)


Applicant

	Company name
	

	Address
	

	Section
	

	Job title
	

	Person in charge
	

	TEL
	

	E-MAIL
	


	Receipt No.
	

	Date of receipt
	


（様式3-1）

委任状
一般財団法人電気安全環境研究所 理事長殿

私は、次の者を代理人と定め　太陽電池測定業務規程に基づく太陽電池セル・モジュール測定の申込み(費用の支払いを含む)に関する権限を委任いたします。

	提出日
	　　　　　年　　　　　月　　　　　日


１．申込者

	会社名
	

	所在地
	

	部署名 
	

	役職
	

	氏名
	

	押印又は署名

	


２．代理人

	会社名
	

	所在地
	

	部署名
	

	役職
	

	氏名
	

	TEL
	

	FAX
	

	E-MAIL
	


（Form3-2）

Power of Attorney
To: President of Japan Electrical Safety & Environment Technology Laboratories

I hereby entrust the following person as agent of the applicant with the application for Application of PV cell & module measurement (include payment of fee), and delegate full authority to him for making application, changing the entry/entries of application, and doing the related other procedures.

	Filing date
	　　　　　(Year)　　　　　(Month)　　　　　(day)


１．Applicant

	Company name
	

	Address
	

	Section 
	

	Job title
	

	Person in charge
	

	Signature or Seal
	


２．Agent

	Company name
	

	Address
	

	Section
	

	Job title
	

	Person in charge
	

	TEL
	

	FAX
	

	E-MAIL
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